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Product Features
• Patented open delta generator 

winding provides precise voltage 
control, allowing superior motor 
starting capability.

• An electronic governor maintains 
frequency to ± 0.25% from no load 
to full load.

• Auto start-stop that allows the 
generator to start from a remote 
location.

• E-coat and powder-coated, 
weatherproof steel housing that 
allows a substantially low operating 
noise level of 66 dB(A).

• Comprehensive analog control 
panel provides instrumentation 
including AC ammeter, AC voltmeter, 
frequency meter, AC circuit breaker, 
engine gauges and much more.

Product Specifications
Performance Data

Fuel Capacity 84 Gallons (with trailer)

Run Time 24 hrs. 

Electrical

Nominal Size Rating 36 kW Prime

Main Breaker 125 amps

Voltage 480/208/120V

Connections 2/0 Lug

Motor/Engine

Manufacturer Isuzu

Dimensions

Length x Width x Height 74 x 35 x 49 in.

Weight 2464 lbs. (fuel filled)
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Providing Reliable Power 
MQ Power WhisperWatt Super-Silent portable generators meet 
the most demanding requirements. They are designed and built 
to withstand tough environments at construction sites and provide 
dependable temporary power at entertainment venues and 
disaster recovery operations. And to safeguard the environment, 
the WhisperWatt Super-Silent Generator features an integrated 
24-hour fuel tank with a fluid containment system.

45Kva - 36kW Rental Generator
MultiQuip WhisperWatt 45
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